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Intfroduction

< Package Contents
® BRL-04UR
® CD-ROM (User’s Manual)
® Quick Installation Guide
® UTP Cable
® Warranty Card
® AC Adapter

% If any of the above items are damaged or missing, please contact
your dealer immediately.
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Hardware Installation

Do not use a power AC adapter other than the
one supplied with the product.

B Choose an Installation Site
Select a suitable place on the network to install the BRL-04UR.
Ensure the BRL-04UR and the DSL/Cable modem are powered OFF.

B Connect LAN Cables
Use standard LAN cables to connect PCs to the Switching Hub ports
on the BRL-04UR. Both 10BaseT and 100BaseT connections can be
used simultaneously.
If required, connect any port to a normal port on another Hub, using a
standard LAN cable. Any LAN port on the BRL-04UR will
automatically function as an Uplink port when required.
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Hardware Installation

B Connect WAN Cable
Connect the DSL or Cable modem to the WAN port on the BRL-04UR.
Use the cable supplied with your DSL/Cable modem. If no cable was
supplied, use a standard cable.

B Power Up
® Power on the Cable or DSL modem.
@ Connect the supplied power adapter to the BRL-04UR and power up.

Use only the power adapter provided. Using a different one may

cause hardware damage
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Connecting to the Internet

To modify the system configuration of the product, open the
management console of the product using a standard Web browser.

Open your browser and type http://192.168.1.1 into the URL address box.
Than press Enter or Return key.

2 about: blank - Micresoft Internet Explord

Fle Edt Wew Favortes Tools Help

Q= @ - M@ GL:

Addess | hitprff192.168.1.1

The login pop-up screen will appear.

Connect to 192.168.1.1
&Y

[rementer my password

Type admin for the User Name and type oooo for the Password fields.
Then click OK.

Connect to 192.168.1.1
&

BRLO4UR

User name:

[rementer my password
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Connecting to the Internet

You will see the following screens.

Click on Home > Wizard on the left of the configuration screen. Then
click Run Wizard.

Click Next for next step.
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